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Standard Configuration:

Automatic APS, self leveling suspension for operator weight•	
Low frequency suspension, extra wide base for added stability•	
Operator weight range 55-150 kgs (•	 330 pounds)
Heavy duty scissors •	
Steel rollers with needle bearings, 24 volt air suspension •	
100 mm stroke•	
Extra heavy duty  adjustable shock for soft to firm ride •	
Fore/aft isolator•	
Air assisted height adjustment 0-80 mm infinite•	
Klima system•	
Headrest •	
Dual chamber air lumbar system•	
Backrest recline, 35 or 80 degrees back, 10 degrees forward•	
3” padded armrests, full tilt up, angle adjustable  •	
– 30 degrees, + 10 degrees    
Seat cushion tilt adjust between 3 and 11 degrees•	
Seat cushion depth adjust, maximum 60 mm•	
Double locking slides, 210 mm travel•	

Seat Part numberS:

No. 680839 Matrix Cloth 732 Cushion Width 20 3/4”
No. 680841 Matrix Cloth 742 Cushion Width 21 5/8”

oPtional featureS:

142259: Document Box
139267: Operator present switch
HL14146C6: 2” wide retractable seat belts
RLB34-48-405: 3” wide retractable seat belt
2600-5: Adapter plate

Mine Truck Seats

MSG97AL/732/742 High Back seat 24 volt


